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Rainier-2V             -       2  -  IP & RS-232               1920x1200
Rainier-2a2V  2 CV (PAL/NTSC)  2  -  IP & RS-232               1920x1200
Rainier-2U2V  2 CV, HD/SD-SDI  2  -  IP & RS-232               1920x1200

Rainier-4a (Quad Split Only) 4 CV (PAL/NTSC)  -  -  RS-232                1400x1050 
Rainier-4a1V  4 CV (PAL/NTSC)  1        -  RS-232                1920x1200
Rainier-8a1V  8 CV (PAL/NTSC)  1        -  RS-232                1920x1200
Rainier-12a1V  12 CV (PAL/NTSC)  1        -  RS-232                1920x1200
Rainier-16a1V  16 CV (PAL/NTSC)  1       -  RS-232                1920x1200

Rainier-4d (Quad Split Only) 4 CV, SD-SDI  -       8   Channels  RS-232                1400x1050
Rainier-4d1V  4 CV, SD-SDI  1       8   Channels  RS-232                1920x1200
Rainier-8d1V  8 CV, SD-SDI  1       16 Channels  RS-232                1920x1200
Rainier-12d1V  12 CV, SD-SDI  1       24 Channels  RS-232                1920x1200
Rainier-16d1V  16 CV, SD-SDI  1       32 Channels  RS-232                1920x1200

Rainier-4U (Quad Split Only) 4 CV, HD/SD-SDI  -       8   Channels  IP & RS-232               1920x1200
Rainier-4U1V  4 CV, HD/SD-SDI  1       8   Channels  IP & RS-232               1920x1200
Rainier-8U1V  8 CV, HD/SD-SDI  1       16 Channels  IP & RS-232               1920x1200
Rainier-12U1V  12 CV, HD/SD-SDI  1       24 Channels  IP & RS-232               1920x1200
Rainier-16U1V  16 CV, HD/SD-SDI  1       32 Channels  IP & RS-232               1920x1200

MONITORING MADE EASY™
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INPUT RESOLUTION

Video Input 480p 60Hz, 576p 50Hz, 720p 50/60Hz, 1080i 50/60Hz
DVI-I Input From 640x480 to 1920x1200 �~�&�}�Œ���������}�u�‰�o���š�����o�]�•�š���}�(���•�µ�‰�‰�}�Œ�š�������]�v�‰�µ�š���Œ���•�}�o�µ�Ÿ�}�v�•���‰�o�����•�������}�v�š�����š�����À�]�š�����Z�•

VIDEO INPUTS

AUDIO CASCADE OUTPUT

AUDIO CASCADE INPUT

VIDEO INPUTS DVI-I INPUTS

NETWORK

DVI (CASCADE) INPUT

DVI OUTPUT

SERIAL & KEYPAD

GPI/0

SERIAL

DVI OUTPUT
GPI/0

NETWORK

KEYPAD

RS-485 (CASCADE) IN / OUT

RS-485 (CASCADE) IN / OUT
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POWER
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RAINIER SERIES
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Accessories
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Control & Operations

Specifications

Temperature

Humidity

Operating : 0°C (32°F) to 40°C (104 °F)

Storage : -10°C (-4°F) to 50°C (122°F)

0 % to 80 % relative, non-condensing

Safety Regulations: FCC, CE, C-Tick, Class A

Rainier-4x/4x1V
Ports

4 x BNC Video
1 x Audio Cascade (Embedded Audio Only)

1 x DVI-I (Rainier -4x1V)

1 x AC Power

Input

Output
1 x DVI-I
1 x Audio Cascade (Embedded Audio Only)

Control

1 x RS-232 & Keypad
2 x RS-485 (For Cascade Only)

1 x IP (Rainier-4U/4U1V Only)

1 x RJ-50 (GPI/O)

PC System
Requirements

Hard Disk Space: 256 MB
PC OS: Windows 98, 2000,XP, Vista
RAM: 256 MB

Rainier-2V/2x2V

2 x BNC Video (Except Rainier -2v)

2 x DVI-I
1 x AC Power

Input

Output 1 x DVI-I

Control

1 x RS-232
1 x RS-232 (Keypad )

2 x RS-485 (For Cascade Only)

1 x IP
1 x RJ-50 (GPI/O)

Control Software Galaxy v3.11 and Newer

Rainier-4a, 4a1V, 4d, 4d1V: 5 lb, 2.3 Kg. <15W
Rainier-4U, 4U1V: 5lb, 2.3Kg. <30W
Rainier-8a1V, 8d1V: 10 lb, 4.55 Kg. <30W
Rainier-8U1V: 10 lb, 4.55 Kg. <60W
Rainier-12a1V, 12d1V: 15 lb, 6.82 Kg. <45W
Rainier-12U1V: 15 lb, 6.82 Kg. <90W
Rainier-16a1V, 16d1V, 16U1V: 20 lb, 9.09 Kg. <60W
Rainier-16U1V: 20 lb, 9.09 Kg. <120W

Weight & Power

Dimensions

Rainier-4a, 4a1V, 4d, 4d1V, 4U, 4U1V
1/2 rack, 8” W x 10” D, 20.3cm W x 25.4cm D

Rainier-8a1V, 8d1V, 8U1V
1 RU, 19” W x 10” D, 48.3cm W x 25.4cm D

Rainier-12a1V, 12d1V, 12U1V, 16a1V, 16d1V, 16U1V
2 RU, 19” W x 10” D, 48.3cm W x 25.4cm D

Housing Metal

Environment


