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essentials
A new multiviewing experience

The Rainier essentials feature high quality multiviewers exclusively 
for processing HD/SD-SDI/CV video signals. Perfect for  video monitoring 
and television broadcasting, the Rainier essentials provide 
the best performance to price solutions. 

Input Resolution

Video input: 480p 60 Hz, 576p 50 Hz,
720p 50/60 Hz, 1080i 50/60 Hz
DVI-I input: From 640 x 480 to 1920 x 1200**

Control and Operations

• Seamless operation with Avitech products
       • Phoenix TACP or keypad for human 
          interface options
       • Compatibility with Phoenix-G for 
          configuration and system control
       • Supports Avitech ASCII Protocol (AAP)
• Four levels of serial tally
• Two levels of GPI tally
• Automatic sensing of HD-SDI/SD-SDI 
   and composite analog inputs
• Embedded audio meter monitors 
   mono and stereo audio
• All modules support direct TSL interface
• Save up to 26 internal presets
• DVI-I input background*

*With the exception of fixed quad models
**Contact Avitech for a full list of supported resolutions 
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4 CV (PAL/NTSC)
4 CV (PAL/NTSC)
8 CV (PAL/NTSC)
12 CV (PAL/NTSC)
16 CV (PAL/NTSC)

4 CV, SD-SDI
4 CV, SD-SDI
8 CV, SD-SDI
12 CV, SD-SDI
16 CV, SD-SDI

4 CV, HD/SD-SDI
4 CV, HD/SD-SDI
8 CV, HD/SD-SDI
12 CV, HD/SD-SDI
16 CV, HD/SD-SDI

Rainier 4a (quad)
Rainier 4a1V
Rainier 8a1V
Rainier 12a1V
Rainier 16a1V

Rainier 4d (quad)
Rainier 4d1V
Rainier 8d1V
Rainier 12d1V
Rainier 16d1V

Rainier 4U (quad)
Rainier 4U1V
Rainier 8U1V
Rainier 12U1V
Rainier 16U1V

Module                           Video       DVI      Embedded Audio 
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    *Specifications shown are for Rainier 4a models; specifications may vary with model

4 x BNC
Automatic sensing of HD-SDI/SD-SDI and composite analog inputs
1 x DVI-I for background image or cascading
Automatic detection for input resolutions up to 1920 x 1200
1 x audio cascade for embedded HD-SDI audio
1 x DVI-I
1 x audio cascade for embedded HD-SDI audio
1 x RJ-50 port, up to 8 inputs
Phoenix-G v3.14 or newer
256 MB disk space
Windows 98, 2000, XP, Vista
1 x RS-232 keypad port (via keypad converter Y-cable)
1 x RJ-50
2 x RS-485
100-240V, 50/60 Hz (external)
Max. 30W*
Metal
210 x 272 x 25 mm (8 x 11 x 2 in) (1/2 RU)*
FCC, CE, C-Tick, Class A
2.3 kg (5 lbs)*
0°C (32°F) to 40°C (104°F)
-10°C (-4°F) to 50°C (122°F)
0% to 80% relative, non-condensing
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Audio

Serial port
GPIO
Cascade

Operating
Storage

Inputs

Output

GPI
Control software
System requirements

Control inputs

Power supply
Power consumption
Housing
Dimensions (W x D x H)
Safety regulations
Weight
Temperature

Humidity

Parts                                                                          Specifications

• Included:  • DVI-I to VGA converter
                      • RJ-50 GPI terminal block
                      • Rack mount kit
                      • Standard power cord (US customers)
• Optional:  • 12” DVI-I cascading cables (for two or more modules)
                      • 10” RJ-45 cascading cables (for two or more modules)
                      • DVI-I breakout cable
                      • YPbPr breakout cable

Accessories
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