
Pacific MS Plus series
All-in-one Multiviewer, KVM, Matrix switcher



Pacific MS Plus (MS-1, MS-4 Plus)



Accommodating a comprehensive set of I/O cards, the Pacific MS Plus incorporates a high-performance 

multiviewer and KVM switcher into one chassis.  Capable of taking HDMI signals up to 4K UHD from a 

variety of AV/IT equipment, it delivers an integrated solution for signal routing and distribution, concurrent 

monitoring, and intuitive operation for streamlined access to multiple systems.
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Pacific MS Plus Overview

Fully non-blocking 12x12 (MS-1 Plus) and 
28x32 (MS-4 Plus) matrix switching



Pacific MS Features
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User-friendly Web GUI offers easy 

routing configurations, multiview 

layout presets, individual source 

switching, EDID configuration, and 

other settings.

Hot-swappable cards, field-

serviceable fan modules, and 

redundant power supply options 

ensure optimized system uptime and 

mission-critical reliability. 

Flexible output grouping creates 

custom multi-monitor consoles that 

facilitate single-user workstation and 

multi-user command-and-control 

operations.

Multiviewer output cards 

with mouse/keyboard connectivity 

provide free-scaling quad/dual-view 

monitoring and remote access to 

multiple source systems.

Third-party control possible via HTTP 

commands over ethernet or ASCII 

commands over RS-232, to work 

seamlessly with other manufacturer 

equipment.

All-in-one KVM matrix switcher 

incorporates HDMI 

signal switching, monitoring, and 

operation functions into a modular 

1RU or 4RU enclosure.

Independent routing of video 

(resolutions up to 4K UHD) and 

mouse/keyboard control through the 

non-blocking 12x12 (MS-1 Plus) / 

28x32 (MS-4 Plus) matrix switching 

architecture.

Streamlined multi-monitor 

operation allows intuitive control of 

multiple computer systems by moving 

the mouse pointer from one screen to 

another to control each source 

("Surfer" feature).

Integrated multiview output

with mouse/keyboard connectivity 

provide free-scaling monitoring and 

remote access to multiple source 

systems (12 for the MS-1 Plus and 16 

for the MS-4 Plus).
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Dip switches for resetting to factory default settings

Ethernet port for web-browser based Graphical User Interface, and third party control via HTTP commands

3 USD Type A ports for connecting USB mice and keyboards, enabling control of the system and connected computers.

Overview – Front Panel
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4 DB-9 port for RS-232, RS-485, or RS-422 serial communications

7 [Pacific MS-1 Plus only] Three DC power jacks for connecting to DC 12V 20A power adapters
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5 HDMI IN port for daisy chaining (Future capability)

6 HDMI OUT port(s) for displaying a 4K UHD multiview image or a single fullscreen source. All ports will output the same image.

Pacific MS-1 Plus

Pacific MS-4 Plus

LED power indicator, which lights up green when the Pacific MS-1 Plus is connected to power

1 5 6 4
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1 I4K60H: HDMI input card

- HDMI input ports (x4) for HDMI/DVI video source signals

- Resolution up to 4096x2160 @60Hz

- Incorporates HDMI 2.0 technology (HDCP compliant)

- Supports up to 8-channel embedded audio (HDMI)

*Pacific MS-1 Plus and MS-4 Plus share the same input cards

2
KM2060 (S): KM box for USB connections from sources

- USB-B ports (x8) for connections to input sources

- Ethernet port for connection to Pacific MS chassis

- DC 12V 3A power input
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Overview – Input Cards

3

5

1

1

1
5

SIB-T: Extended input card (up to 100m)

- HDMI input ports (x2) for HDMI/DVI video source signals

- HDBaseT input ports (x2) for Pacific X-HDUT transmitters

- Resolution up to 1920x1080 @60Hz

- Signal extension up to 100m via Cat6 cable

* SIB-T card inputs cannot show on the front HDMI port(s)

SIB-BNC: BNC input card

- BNC input ports (x4)

- Supports 3G level A,B/HD/SD-SDI / CVBS (NTSC/PAL)

- BNC output ports (x4) for SDI loopouts

- Loop out from SDI input sources only; non-configurable

* SIB-BNC card inputs cannot show on the front HDMI out port(s) 

5 Pacific MS Plus output cards (more details on the next page)

2
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O4K60H: HDMI output card

- 4x HDMI output ports

- 4x USB-A ports for HID connections

- Up to 4096x2160 @60Hz 

O4K60Q: Quad view

- 1x HDMI output ports

- 2x USB-A ports for HID 

connections

- Up to 4096x2160 @60Hz

O4K60Q4: Duplicated Quad View

- 4x HDMI output ports

- 2x USB-A ports for HID connections

- Up to 4096x2160 @60Hz

SOB-T: Extended output

- 4x HDBaseT output ports

- Outputs 1 & 3 with KVM

- Up to 1920x1080 @60Hz 

- Up to 100m via Cat6 cable

Overview – Output Cards
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Overview – Web Browser Based GUI and HMI

The user-friendly web browser based GUI offers quick 

signal checks, easy routing configurations, multiview 

layout presets, individual source switching, EDID 

configuration, workstation creation, switching presets, 

label management, and other settings. To access the 

web GUI, connect a computer via the ethernet cable, 

and enter the Pacific MS-1 Plus IP address in the 

address bar of your preferred web browser.

The web browser based control HMI is easy to use, with 

quick KM switching to any window or monitor, individual 

source switching, multiview layout control, routing presets, 

and monitor control.
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Installation Example – 4K60 multiview monitoring
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For video monitoring only, one Pacific MS-1 Plus 

unit can provide multiview of up to 12 input 

sources on one screen with free window sizing 

and placement.

For multiview monitoring of more than 12 input 

sources on one screen multiple MS1+ units can 

be cascaded.  With two units MS1+ it could 

provide up to 25 sources monitoring.
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Installation Example – 4K60 multiview monitoring and operation

With two duplicated multiview outputs on the Pacific MS-1 Plus front panel, it is ideal for monitoring up to twelve video or 

computer inputs. With modular video cards, the system can be as large as needed, and with modular USB cards, the system can 

support mouse and keyboard control of computer inputs via the multiview outputs.
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Installation Example – Control Center with 3 multiview users

In addition to the Pacific MS-1 Plus front panel multiview outputs, the O4K60Q multiview output cards can provide multiview KVM for 

additional users. In the example below, a small control center has three workstations, two workstations with a quad multiview display to 

monitor and control four input sources, and the third workstation with a multiview display of up to twelve input sources. Each workstation 

also has a dedicated single-source fullscreen display from the O4K60H output card, for the user to take a closer look at any particular source.
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Installation Example – Control Center with 5 user stations

In the example below, a control center has five user workstations, each workstation with two dedicated single-source fullscreen display 

from O4K60H output cards, to display two input sources. There are also larger screens connected to the front panel multiview outputs, so 

that all five users can view all input sources as needed.
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Installation Example – Live Events

With integrated multiview outputs and the 

option to output at native input resolutions or 

scaled display resolution, the Pacific MS-1 Plus 

is ideal for live events – monitoring and 

switching multiple inputs to multiple locations. 

The multiview outputs offer the ability to 

switch directly from those workstations, either 

via mouse and keyboard or via touchscreen.
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Installation Example – 4K60 videowall monitoring and operation

With an in-system multiview output, the Pacific MS-1 Plus and Pacific MS-4 Plus provide a mock-up view of the video 

wall(s) configured with both units.  The Pacific MS-1 Plus can support video wall(s) with a total of 12x 4K60 panels. 

The Pacific MS-4 Plus, with up to 32 outputs, can support multiple 4K60 video walls and separate workstations.
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Installation Example – 4K60 videowall monitoring and operation

With up to 28 inputs and 32 outputs, the Pacific MS-4 Plus supports multiple video walls and multiple workstations, all sharing 

the same input sources.  It’s flexibility and versatility is ideal for command-and-control operations with a variety of requirements.



Contact Avitech
Phone: +1.425.885.3863

15333 NE 90th Street, Suite 160, Redmond, WA 98052, USA 

www.avitechvideo.com

info@avitechvideo.com

Specifications and data are subject to change without notice.
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